
ENRON
OIL & GASCOMPANY

P,0. BOX1815, VERNAL,UTAH 84078 (801)789-0790

JUNC4 1993
June 1, 1993 DMSIONOF

Bureau of Land Management
Vernal District
170 South 500 East
Vernal, Utah 84078

RE: NOTICEOF STAKING
CHAPITAWELLSUNIT 320-11
Sec. 11, T9S, R22E
Uintah County, Utah
Lease No. U-0281

Dear Mr. Forsman:

Attached is a Notice of Staking on the sub,ject well.

If you require further information, please contact this office.

Very truly yours,
ENRONOIL & GASCOMPANY

George McBride
Sr. Production Foreman

Attachment

cc: Division of Oil Gas & Mining
Doug Weaver/Toni Miller
Curt Parsons
File

/lw
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NOTICE OF STAKING 5. Lease Number

(Not to be used in place of RMOGA U-0281

Application to Drill Form 9-331-C) 5/5/82
6. If Indian, Allottee or Tribe Name

1. Oil Well Gas Well X Other
7. Unit Agreement Name

Chapita Wells Unit

2. Name of Operator
Enron Oil &Gas Company 8. Farm or Lease Name

Chapita Wells Unit
3. Address of Operator or Agent

P. O. Box 1815, Vernal, Utah 84078 9. Well No.
320-10

4. Surface Location of Well
(Governmental 1/4 or 1/4 1/4) 10. Field or Wildcat Name
849' FNL &2034' FEL NWINE CWU/Wasatch

11. Sec., T., R., M., or

Attach: Topographicalor other acceptable map Blk and Survey or Area

Showing location, access road, and lease boundaries Sec. 11 T9S, R22E

14. Formation Objective(s) 15. Estimated Well Depth
Wasatch 6500' 12. County or Parish 13. State

Uintah Utah

16. To Be Completed by Operator Prior to Onsite
a. Location must staked - Completed
b. Access Road Flagged - Completed
c. Sketch and/or map of location, showingroad, pad dimensions, reserve pit, cuts, and fills

(To be provided at onsite)

17. To Be Considered By Operators Prior to Onsite
a. H2S Potential - NA
b. Private Surface Ownership - NA
c. Cultural Resources (Archaeology) - Completed
d. Federal Right of Way

18. Additional Information

19. Signed 4¿¿ Title Sr. Admin. Clerk Date



TOPOGR A PH I c ENRON OIL acGAS CO.

M A P " B , N CWU #320-11
, , SECTlON11, T9S, R22E, S.L.B.&M.

SCALE: 1 = 2000
DA7E 7-J1-91



ENR@N
OIL & GASCOMPANY

P.O. BOX1815, VERNAL,UTAH 84078 (801)789-0790

August 3, 1993

Bureau of Land Management
Vernal District
170 South 500 East
Vernal, Utah 84078

RE: APPLICATIONFORPERMITTO DRILL
CHAPITAWELLSUNIT 320-11
SECTION11, T9S, R22E
UINTAHCOUNTY,UTAH
LEASENO. U-0281

Dear Mr. Forsman:

Enclosed are the original and two (2) copies of the Application for Permit
to Drill and associated attachments for the referenced well.

If further information is required regarding this matter, please contact
this office.

Sincerely,

EN OIL & GASCOMP Y

George R. McBride
Sr. Production Foreman

Attachments

cc: State Division of Oil, Gas & Mining
D. Weaver/T. Miller
Suzanne Saldivar 7 9Ÿ$
File

DIVISIONOF
L GAS&MINiN

/lw
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Form 3260-3 avaxtr Dr TRIPt.tcATE• Form a roved.
(November 1983) (Other lastruettone ea Budget reau No. 1004-0136
(formerly 9-331C) UNITEDSTATES reverse elde) Expires August 31, 1985

DEPARTMENTOF THE INTERIOR 5. I,SABB piggGNATION AND USilAI, NO.

BUREAU OF LAND MANAGEMENT U-0281

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUGBACK * "'"*"" '"°""°•"'""'"'

la. TYPSor woes

DRILLÜ DEEPENO PLUG BACKO T. UNE AGHEMBH NAME

b. TTPEOF wit,L CHAPITA WELLS UNIT
°.'.'.... O "w'.'s, U or..,

•a*." O U."" O • - == -s•• =-

2. name or or..aron CHAPITA WELLS UNIT
ENRON OIL & GAS COMPANY e. war,s. no.

3. ADDRESS OF OPERATOR 320-11
P.O. BOX 1815, VERNAL, UTAH 84078 so. rs...o aan room, 08 WILDCAT

4. LocaTroN Or weLL (Report location clearly and in accordance with any State requirements.'' CWU/WASATCHAt surface
11. BBC., T., B., M., OR BLE.

848 ' FNL & 2134 ' FEL NW/NE ano suavat on anas

A t proposed prod, sone
SEC. 11, T9S, R22E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN 05 POST OFW1CS* 12. COUNTT 05 PARISH 13. BTATE

16.3 MILES SOUTH EAST OF OURAY, UTAH UINTAH UTAH
10. DIGTANCE PROM PROPOSED* 10. NO. Or acaEB IN LEsaE 17. No. Or ACRER ABBIONED

t.OCATION TO NEAREST TO THis WELL
PROPERTT 08 LEAS$ LINE, FT. 848 ' 2557± 80
(Also to nearest drig, tanit line, if anys

is, os.tasc. raos raorossa recario.• Io raorosso esern so moraux i <·i. . röor..
TO NEAR ST WEt,L. DRILLING. COMPLSTED, ) ;
08 AFPLIND 705. ON TRis IBABR, 99.

31. ELEVATIONs (Show whether DF, RT. 02, ete.) 2 . APPROS. DATE WOBE WILL START*

4780'± GRADED GROUND AUGUST 1993
PROPOSED CASINC. AND CEMENTING PROGRAM

8888 OF NOLE BIES OF CASING WBl0MT PSB PO@T 85Ò!NG DEPTH QUANTETT OF CENENT

12 1/4" 8 5/8" 24.0# 240' 125 SX CLASS "G" + 2% CaCl2
7 7/8" 4 1/2" 10.5# 7100' + 4 #/SX CELLOFLAKE. 50/50

POZMIX + 2% GEL + 10% SALT
t TO 400 ' ABOVE ALL ZONES

OF INTEREST (+ 10% EXCESS) .

SEE ATTACHMENTS FOR: LIGHT CEMENT (11 PPG±)
AUÛl 7 19Ÿ$ + LCM TO 200 ' ABOVE OIL

8 POINT PLAN SHALE OR FRESH WATER
DRILLING PROGRAM DIVISIONOF INTERVALS (+ 5% EXCESS) .

BOP SCHEMATIC GL. GAS& MININSURFACE USE AND OPERATING PLAN
LOCATION PLAT
LOCATION LAYOUT
TOPOGRAPHIC MAPS M H Hg., AND "C' ENRON OIL & GAS COMPANY WILL BE THE
GAS SALES PIPELINE EXHIBIT "A" DESIGNATED OPERATOR OF THE SUBJECT
WELLSITE SCHEMATIC WELL UNDER NATION WIDE BOND #81307603.

IN ABOYE BPACE DEscalat PROPosan raoonAM : It proposal is to deepen or plag back, give data on present prodnettre sone and proposed new productive
sone. It proposal is to drill or deepea directionally, give pertinent data on subaurface locations and measured and true vertical depths. Give blowout
preventer program, if any.

(This apace for Irederal or 8 te omce use)
) OF UTAH DIVISIONOF

,, ,, ,, 43 - tl - Ôq)+ 3 ....... .... OIL. GAS, A MG
DATE:

APPROVED ST TETI.S
ONDITIONE OF APPEOTAR.. IF ANT: I-

WELL SPACI : 6 7--5

*SeeinsemetientOn Reven. Side
Title 18 U.S.C. Section 1001. makes it a crime for anv norson knowinwiv and wiiffullv to make to env dennetment or nownev of



ENRON OIL Be GAS CO.
Well location, CWU #320-11, located as shown
in the NW 1/4 NE 1/4 of Section 11, T9S,T9S, R225 S.l..B.M. R22E, S.L.B.&M. Ulntah County, Utah.

BASIS OF ELEVATION
NS9°48'W

- 39.90 (G.LO.) NB9 46°40"W
- 2632.88' (Meas.)

. . SPOT ELEVATIONAT THE SW CORNER OF SECTON 11,
T9S, R22E, S.LB.&M. TAKENFROM THE RED WASHSW
QUADRANGLE,UTAH, UINTAH COUNTY, 7.5 MINUTE
SERIES (TOPOGRAPHICAL MAP) PUBLISHED BY THE
UNITED STATES DEPARTM£NT OF THE INTERIOR,
GEOLOGICALSURVEY. SAID ELEVABON IS MARKEDCM/ /J20-11
AS BEING 4849 FEET.

Bev. Ungraded Ground - 4780'

I I

à N

o oo o off o o - o

SCALEo oz __I
à CERTIFICATE

1HIS IS TO CEREFY THAT THEADOVE P
o FIELD NO1ES OF ACTUAL SURVEYS M UND i

--- --- Ci SUPERVISIONAND THAT 1HE SAME AND CORRECT
* BEST OF MYKNOWŒDGEAND
I

o OILNO. 5709z
REWSED: 7-9-93 70.H. STATE U

Unrran ENGINEERING &
P. O. BOX 1758 - 85 SOUTH - 200 BAST

NS9'58'W - 80.32 (G.LO.) VERNAI. UTAH - 84078
SCA DATE

•
=

1000• 8-1-91

A = SECTlONCORNERS LOCATED.(ar... caps) G.S. R.A. R.E.H. PLAT
WEATHER FIŒ

HOT ENRON01L & GAS
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EIGHTPOINTPLAN

CHAPITAWELLSUNIT 320-1)

SECTION11, T9S, R22E
UINTAHCOUNTY,UTAH

1. & 2. ESTIMATEDTOPS& ANTICIPATEDOIL, GAS& WATERZONES:
FORMATIONS DEPTH TYPE ZONES MAXIMUMPRESSURE

Gr0lnSaer
1,634'

"H" Marker 3,322' AUGI 7 199)
"J" Marker 3,996' DIVISIONOF
Base "M" Marker 4,514' IL GAS&MININO

Wasatch
Peters Point 4,962' Gas 2,200 PSI
Chapita Wells 5,492' Gas 2,500 PSI
Buck Canyon 6,032' Gas 2,700 PSI
Island 6,975'

EST. TD 7,100' Anticipated BHP 3,200 PSI
All depths are based on estimated KB elevation 4,792'. Maximum pressure estimates
are based on bottom hole pressures measured on offset or near vicinity wells to the
subject well.

3. PRESSURECONTROLEQUIPMENT:BOPSchematic Diagram attached.

4. CASINGPROGRAM:
MINIMUMSAFETYFACTOR

HOLESIZE INTERVALLENGTH$1ZE WEIGHTGRADE COLLAPSEBURSTTENSILE
12 1/4" 0' -240' 240' 8 5/8" 24.0# J-55 ST&C 1370 PSI 2950 PSI 263,000#

7 7/8" O'-7100' 7100' 4 1/2" 10.5# J-55 ST&C 4010 PSI 4790 PSI 146,000#

All casing to be used will be new or inspected.

5. MUDPROGRAM:

INTERVAL MUDTYPE
O' - 240' Air

240' - 4000' Air/Mist & Aerated Water
4000' - TD Air/3% KCl water or KC1 substitute

TD Gel/polyacrylamide polymer w/5-10%



(Ill illi

EIGHTPOINTPLAN

CHAPITAWELLSUNIT320-11
PAGENO. 2

Lost circulation probable from 1500' to 3000'±.
Sufficient mud inventory will be maintained on location during drilling to
handle any adverse conditions that may arise.

6. VARIANCEREQUESTS:

A. Enron requests a variance to regulations requiring a straight run blooie
line. (Where possible a straight run blooie line will be used, and where
it is not possible two targeted tees will be used).

B. Enron requests a variance to regulations requiring an automatic ignitor or
continuous pilot light on the blooie line. (Not required on aerated water
system).

7. EVALUATIONPROGRAM:

Logs: Dual Laterolog/GR From base of surface casing to TD.
FDC-CNL/GR/Caliper TD to 3200'.
Linear 2" DLL.

Cores: None Programmed.
DST' : None Programmed.

Completion: To be submitted at a later date.

8. ABNORMALCONDITIONS:

None anticipated.

9. STANDARDREQUIREDEQUIPMENT:

A. Choke Manifold
B. Kelly Cock
C. Stabbing Valve
D. Visual MudMonitoring

Attachment: BOPSchematic Diagram

CWU320-11PP Alb i 7 jÿÿ
/LW

DIVISIONOFIL GAS&
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CONDITIONSOF APPROVAL
FORTHESURFACEUSE PROGRAMOF THE

APPLICATIONFOR PERMITTO DRILL

Company/Operator: ENRONOIL & GASCOMPANY
Well Name & Number: CHAPITAWELLSUNIT320-11
Lease Number: U-0281
Location: 848' FNL& 2134' FEL NW/NESec.11 T. 9S R. 22E
Surface Ownership: FEDERALLANDS- BLM

NOTIFICATIONREQUIREMENTS

Location Construction - forty-eight (48) hours prior to construction of
location and access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding
the well.

Casing String and - twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and related -
twenty-four (24) hours prior to running casing and

Equipment Tests tests.

First Production - within five (5) business days after new well begins
Notice or production resumes after well has been off

production for more than ninety (90) days.

For more specific details on notification requirements, please check the
Conditions of Approval for Notice to Drill and Surface Use Program.

AUG17 1995

DIVISIONOF
GL. GAS&
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THIRTEEN POINT SURPAÇWUSS PROGRAM

1. EXISTIENI RCGkDS
A. See attached Wellsite Plats showing directional reference stakes on

location, and attached TOPOMap "B" showing access to location from
existing road.

B. The proposed well site is located approximately 16.3 miles southeast
of Ouray, Utah - See attached TOPOMap "A".

C. Refer to attached Topographic Map "A" showing labeled access route to
location.

D. Existing roads will be maintained and repaired as necessary. No off
lease Right-of-Way will be required.

2 . PLANNED ACCESS ROAD
A. The access road will be 200' in length. See attached TOPOMap N -

B. The access road has a 30 foot ROWw/18 foot running surface.
C. Maximumgrade on access road will be 5%.
D. No turn outs will be required.
E. Road drainage crossings shall be of the typical dry creek drainage

crossing type.
F. No culverts, bridges or major cuts & fills will be required.
G. The access road will be dirt surface.
H. No gates, cattleguards or fences will be required or encountered.

New or reconstructed roads will be centerline - flagged at time of
location staking.

All travel will be confined to existing access road Right-of-Way.
Access roads and surface disturbing activities will conform to
standards outlined in the Bureau of Land Management and Forest
Service Publication: Surface Operating Standards For 011 & Gas
Exploration and Development, (1989).

The road shall be upgraded to meet the standards of the anticipated
traffic flow and all-weather road requirements. Upgrading shall
include ditching, drainage, graveling, crowning, and capping the
roadbed as necessary to provide a well constructed safe road.
Prior to upgrading, the road shall be cleared of any snow cover and
allowed to dry completely. Traveling off the 30 foot Right-of-Way
will not be allowed.

Road drainage crossing shall be of the typical dry creek drainage
crossing type. Crossings shall be designed so they will not cause
siltation or accumulation of debris in the drainage crossings nor
shall the drainages be blocked by the roadbed. Erosion of drainage
ditches by run off water shall be prevented by diverting water off at
frequent intervals by means of cutouts. Upgrading shall not be
allowed during muddy conditions. Should mud holes dev
shall be filled in and detours around them avoided

No Right-of-Way applications will be required.
AUG17 1993

DMSION OFGL GAS&
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As operator Enron Oil & Gas Company shall be responsible for all
maintenance on cattleguards, or gates associated with this oil and/or
gas operation.

3. LOCATION OF EXISTING WELLS WITHIV A ONE MILE RADIUS OF
PROPOSED WELL LOCATION
A. Water wells - None.
B. Abandoned wells - None
C. Temporarily abandoned wells - None
D. Disposal wells - None
E. Drilling wells - None
F. Producing wells - Eleven - See attached TOPOMap "C" for location of

producing wells.
G. Shut in wells - None
H. Injection wells - None

4 . LOCATION OF EXISTING/AND OR PROPOSED FACILITIES
A. ON WELLPAD

1. Tank batteries - None
2. Production facilities will be set on location if well is

successfully completed for production. Facilities will
consist of well head & valves, separator, dehy, 210 BB1
condensate tank, meter house and attaching piping.
See attached facility diagram.

3. 011 gathering lines - None
4. A 3 1/2" gathering line will be buried from dehy to west

edge of location.
5. Injection lines - None
6. Disposal lines - None
7. Surface pits - None

B. OFF WELLPAD
1. Proposed location of attendant off pad gas flowlines shall

be flagged prior to archaeological clearance.
2. A 4 1/2" 0D steel above ground natural gas pipeline will be

laid approximately 250' from proposed location to a point in
the NW/NEof Sec. 11, T9S, R22E where it will tie into
Questar Pipeline Co.s' existing line. Proposed pipeline
crosses BLMadministered lands within the Chapita Wells
Unit, thus no Right-of-Way grant will be required. See
attached Exhibit A showing pipeline route.

3. Proposed gas gathering pipeline will be a 4 1/2" 0D steel,
welded line laid on the surface.

4. Protective measures and devices for livestock and wildlife
will be taken and or installed where required.

If storage facilities/tank batteries are constructed on this
lease, the facility/battery or the well pad shall be
surrounded by a containment dike of sufficient capacity to
contain, at a minimum,the entire content of the largest
tank within the facility/battery, unless more stringent
protective requirements are deemed necessary by the

DIVISIONOF authorized officer.
AIL GAS&
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The production facilities will be placed on the north side
of location.
All permanent (on site for six months or longer) structures
constructed or installed (including pumping units) will be
painted a flat, non-reflective, earthtone color to match one
of the standard environmental colors, as determined by the
Rocky Mountain Five State Interagency Committee. All
facilities required will be painted within 6 months of
installation. Facilities required to comply with 0.S.H.A.
(Occupational Safety and Health Act) will be excluded.
The required paint color is Carlsbad Canyon.
If at any time the facilities located on public land and
authorized by the terms of the lease are no longer included
in the lease (due to a contraction in the unit or other
lease or unit boundary change), BLMwill process a change in
authorization to the appropriate rental or other financial
obligation as determined by the authorized officer.

5. LOCATION & TYPE OF WATER SUPPLY
A. Water supply will be from Ouray Brine Plant at Ouray, Utah, and/or

Target Trucking Inc.s' water source in the SW/SWSec. 35, T9S, R22E,
Uintah county,Utah (State water right #49-1501).

B. Water will be hauled by Target Trucking Inc.
C. No water well will be drilled on lease.

6 . BOURCE OF CONSTRVOTION NATERIAL
A. All construction material for this location and access road will be

of native borrow and soil accumulated during the construction of
location.

B. All construction material will come from Federal Land.
C. No mineral materials will be required.

7 . METHODS 07 NANDLING WASTE DISTOSH
A. METHODSANDLOCATION

1. Cuttings will be confined in the reserve pit.
2. A portable toilet will be provided for human waste during

the drilling and completion of the well. Disposal will be
at the Vernal sewage disposal plant.

3. Burning will not be allowed. Trash and other waste material
will be contained in a wire mesh cage and disposed of at an
approved waste disposal facility.

4. Produced waste water will be confined to a lined pit or
storage tank for a period not to exceed 90 days after
initial production. During the 90 days period, an
application for approval of a permanent disposal method and
location, together with the required water analysis, will be
submitted for the A0's approval

.
' All chemicals will be disposed of at an authorized disposal

993 site. Drip pans and absorbent pads will be used on drilling
rig to avoid leakage of oil to pit.

DMSION OF
IL GAS&
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B. Water from drilling fluids and recovered during testing operations
will be disposed of by either evaporating in reserve pit or be
removed and disposed of at an authorized disposal site.
Introduction of well bore hydrocarbons to reserve pit will be
avoided by flaring them off in flare pit at time of recovery.

Burning will not be allowed. all trash must be contained in a
trash cage and hauled away to an approved disposal site at the
completion of the drilling activities.

On BLMadministered land:
The reserve pit will be constructed so as not to leak, break, or
allow discharge. The reserve pit shall not be lined.

After first production, produced waste water will be confined to a
lined pit or storage tank for a period not to exceed ninety (90)
days. During the 90 day period, in accordance with NTL-28, an
application for approval of a permanent disposal method and
location, along with required water analysis, shall be submitted
for the A0's approval. Failure to file an application w e
time allowed will be considered an incident of nonco

a . ANCILLARY FAÇINITIES
A. No airstrips or camps are planned for this well.

9. WELL BITE LAYOUT OMSION OF
A. Refer to attached well site plat for related topographf34g¶g/ 9 à $¾¾HNfills & cross sections.
B. Refer to attached well site plat for rig layout and soil material

stockpile location as approve on On-site.
C. Refer to attached well site plat for rig orientation parking areas,

and access road.

The reserve pit will be located on the southeast side of location.

The flare pit will be located downwind of the prevailing wind
direction on the southeast side of location a minimumof 100 feet
from the well head and 30 feet from the reserve pit fence.

The stockpiled topsoil will be stored on the north side.

Access to the well pad will be from the west.

NA Diversion ditch(es) shall be construct on the
side of the location (above/below) the cut slope, draining to
the

NA Soil compacted earthen berm(s) shall be placed on the
side(s) of the location between the

A. The drainage(s) shall be diverted around the side(s) of the well pad
location.

NA_The reserve pit and/or pad locations shall be constructed long and
narrow for topographic reasons
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NA The corner of the well pad will be rounded off to
avoid the .

FENCING REQUIREMENTS
All pits will be fenced according to the following minimum standards:

A. 39 inch net wire shall be used with at least one strand of barbed
wire on top of the net wire. (barbed wire is not necessary if pipe
or some type of reinforcement rod is attached to the top of the
entire fence).

B. The net wire shall be no more than 2 inches above the ground. The
barbed wire strand shall be 3 inches above the net wire. Total
height of the fence shall be at least 42 inches.

C. Corner posts shall be cemented and/or braced in such a manner to keep
the fence tight at all times.

D. Standard steel, wood, or pipe posts shall be used between the corner
braces. Maximumdistance between any two posts shall be no greater
than 16'.

E. All wire shall be stretched by using a stretching device before it is
attached to the corner posts.

The reserve pit fencing will be on the three sides during drilling
operations and on the fourth side when the rig moves off the location.
Pits will be fenced and maintained until clean-up.

Each existing fence to be crossed by the access road shall be braced and
tied off before cutting so as to prevent slacking of the wire. The
opening shall be closed temporarily as necessary during construction to
prevent the escape of livestock, and upon completion of construction the
fence shall be repaired to BLMor SMAspecifications. A cattleguard with
an adjacent 16 foot gate shall be installed in any fence where a road is
to be regularly travelled. If the well is a producer, the cattleguards
(shall/shall not) be permanently mounted on concrete bases. Prior to a
new road, crossing any fence located on federal land, or any fence between
federal land and private land, the operator will contact the BLM,who will
in turn contact the grazing permittee or owner of said fence and offer
him/her the opportunity to be present when the fence is cut in order to
satisfy himself/herself that the fence is adequately braced and tied off.

10 . PLANS FOR RESTORATION OF SURFACE
A. PRODUCINGLOCATION

Immediately upon well completion, the location and surrounding area
will be cleared of all unused tubing, equipment, debris, materials,

s. trash, and junk not required for production.
« e Immediately upon well completion, any hydrocarbons on the pit shall

2: be removed in accordance with CFR3162.7-1.
If a plastic nylon reinforced liner is used, it shall be torn and
perforated before backfilling of the reserve pit.

oë The reserve pit and that portion of the location not needed for
03 production facilities/operations will be recontoured to the

is approximate natural contours. The reserve pit will be reclaimed
25 . within 12 months from the date of well completion. Before any dirt

work takes place, the reserve pit will be completely dry and all
à cans, barrels, pipe, etc., will be
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Contact appropriate surface managementagency for required seed
mixture.

B. DRYHOLE/ABANDONEDLOCATION
At such time as the well is plugged and abandoned, the operator
will submit a subsequent report of abandonment and BLMwill attach
the appropriate surface rehabilitation conditions of approval.

11. BURFACE OWNERSHIP
Access road: Federal
Location: Federal

12 . OTHER INFORMATION
A. Enron Oil & Gas Companywill inform all persons in the area who are

associated with this project that they are subject to prosecution for
knowingly disturbing historic or archaeological sites, or for
collecting artifacts. If historic or archaeological materials are
uncovered during construction, the operator will immediately stop
work that might further disturb such materials, and contact the AO.
Within five working days the A0 will inform the operator as to:

-whether the materials appear eligible for the National Register of
historic Places;

-the mitigation measures the operator will likely have to undertake
before the site can be used.

-a time frame for the A0 to complete an expedited review under 36 CFR
800.11 to confirm, through the State Historic Preservation Officer,
that the findings of the A0 are correct and that mitigation is
appropriate.

-if the operator wishes, at any time, to relocate activities to avoid
the expense of mitigation and/or the delays associated with this
process, the A0 will assume responsibility for whatever recordation
and stabilization of the exposed materials may be required.
Otherwise, the operator will be responsible for mitigation costs.
The A0 will provide technical and procedural guideline for the
conduct of mitigation. Upon verification from the A0 that required
mitigation has been completed, the operator will then be allowed to
resume construction.

B. As operator Enron Oil & Gas Companywill control noxious weeds along
Right-of-Ways for roads, pipelines, well sites or other applicable
facilities. A list of noxious weeds will be obtained from the BLM,
or the appropriate County Extension Office. On BLMadministered land
a Pesticide Use proposal shall be submitted, and given approval,
por

b a
aapplic

c
stierbicides or other pes c

AUG17 1993
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C. Drilling rigs and/or equipment used during drilling operations on
this wellsite will not be stacked or stored on Federal Lands after
the conclusion of drilling operations or at any other time without
BLMauthorization. However, if BLMauthorization is obtained, it is
only a temporary measure to allow time to make arrangements for
permanent storage on commercial facilities. (The BLMdoes not seek
to compete with private industry. There are commercial facilities
available for for stacking and storing drilling rigs.)

Additional surface Stipulations
NA No construction or drilling activities shall be conducted between

and because of

NA No surface occupancy will be allowed within 1,000 feet of any sage
grouse strutting ground.

NA No construction or exploration activities are permitted within 1.5
mile radius of sage grouse strutting grounds from April 1 to June 30.

NA There shall be no surface disturbance within 600 feet of live water
(includes stock tanks, springs, and guzzlers).

NA No cottonwood trees will be removed or damaged.
NA_ Pond will be constructed according to BLMspecifications

approximately ft. of the location, as flagged
on onsite.

LESSEE I S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Enron Oil and Gas Company
P.O. Box 1815
Vernal, Utah 84078
George McBride
Telephone: (801) 789-0790

Enron Oil and Gas company
P.O. Box 250
Big Piney, Wyoming
Jim Schaefer
Telephone: (307) 276-3331

All lease/or unit operations will be conducted in such a manner that full
compliance is made with all applicable laws, regulations, Onshore Oil and
Gas Orders, the approval plan of operations, and any applicable Notice to
Lessees. Enron Oil & Gas Company is fully responsible for the actions of
their subcontractors. A copy of these conditions will be f gg) ç&
field representative to insure compliance.

AUG17 1993

DIVISION OF
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A copy of the approved APDand ROWgrant, if applicable, shall be on
location during construction of the location and drilling activities

The BLMOffice shall be notified upon site completion prior to moving on
the drilling rig.

Certification:

I hereby certify that I, or persons under my direct supervision, have inspected
the proposed drillsite and access route; that I am familiar with the conditions
which presently exist; that the statements made in the Plan are to the best of
my knowledge, true and correct; and that the work associated with the
operations proposed here in will be performe by ENRONOIL & GASCOMPANYand
its contractors and sub-contractors in conf mity with this P n and the terms
and conditions under which it is approved.

8/3/93
DATE GEORGER. MCBRIDE

SR. PRODUCTIONFOREMAN

lw
CWU320-11PP

AUG17 1993

DIVISION OF
IL GAS&
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DRILLINGPROGRAM

Date: Jqne 7, 1993

REVISION NO. I DATE:

PROSPECT: Chapita Wells Unit LEASE:

WELL NAME & NUMBER: Chapita Wellp Unit 320-11

WELL CLAssIFICATION: DW-GAS ANTICIPATED PRODUCTION: OIL GAS_K_OTHER

LOCATION CALL: 848.'_EHL & 2134' FEL (NW NE) (est)

Section 11. T9S, R22E

Uintah County, Utah

DMSION OF
L GAS&MIMN

ELEVATION: 4790' GL, 4802' KB (estimated)

DIRECTION LIMITATIONB: Maximum deviation for the hole will be 6* w/no more

than a 1•/100' dogleg severitv. See nage number 4 for distance between

surveys.

TYPE RIG: Land Rotary APPROVED DEPTH: 7100' PERMIT DEPTE: 7100'

CONDUCTOR NBEDEDT No If yes, size & how set:

CRITERIA FOR DETERMINING CABING BBAT FOR CRITICAL STRINGB: WOC overnight

before cutting off surface casing to weld on head,

CENTRALIZERS (DEPTR & TYPB) :

Burface - One 5-10' above shoe & top of first, second & fourth ioint.

Production - One 9 middle of 1st it & every third collar to



DRILLERO PR
- 2 -

WELL NAME: Chanita Wells Unit 320-11

BTAGE COLLARS, BASKETB, OTHER BPECIAL EQUIPHENT:

Burface - Guldg phop

Production - Guide shoe and differential fill float collar with top plug.

Marker ioints @ 4000't.

PUNPING RATES/BPECIAL INSTRUCTIONS: Circulate casing two hours orior to
cepenting. Regiprecate cag‡ng,

LOGGING PROGRAM: DLL/GR from TD to base of surface casing

FDC/DSN/GR/caliper from TD to 3200'

continue caliver to desired too of cement. AUG1 7 199)

DIVISIONOFCOREB: Nene qyg gntielpated.
BASÉtMNW

BAMPLES: Collect 30' samoles from below surface casing to 4400'±. Collect 10'

samPles from 4400'+ to TP,

FORMATION TESTS: Nona are antielpated,

MUD LOGGING: (Includes services & depth): From 4490'± to TD,

DBTECTION & CONTROL EQUIPKENT: 11" 3000 psig BOP with blind and pine rams.

11" Annular Preventor. 11" rotating head. Test manifold & SOP's to 3000 psig,

annular Dreventor to 1500 psig, surface casing to 1500 osig.

Use certified pressure testing service company and leave a copy of the

tegt chart in the doghouse until riq down,

COMPLETION PROGRAM: Te be submitted at a later d4te.

OTHER BERVICES: None are



DRILLING3 PR

xxLL NAME: Chanita Wells Unit 320-11

FORMATIONTOPS& DEPTHS(TENTATIVE)

ynRMATION NANE & TTTE ESTXWATEDDSFTH (EL) DATUN THICKNESS & Rxxanza

See attached Prognosis.

X-MAS TREE: 11" 3000# weld on casing head, 7-1/16" 5000# x 11" 3000‡ tubing

80001, 2-1/16n 5099‡ master valves,

MUDPROGRAM

igUD WL
DEPTE INTERVAI. MIGH Ws too) YTPE OF RUD

O' to 240' Air

240' to 4000' Air/Mist & Aerated Water

4000' to TD Aerated 3% KCl water or KC1
substitute.

TD 8.5-8.9 38-45 10-15 Gel/polyacrylamide polymer w/S-lot
LCM.

DRILLINGHAZARDS& SPECIAL INSTRUCTIONS

Lost circulation from 1500' to 3000'±. Underbalanced circulation system will

reguire rotating head, Potential gas RiçKs in Green River and wasatch. Potential

shale swelling/sloughing proÞXemW, Noter wir 4 add foamer to maximize consistenev

of returns & maintain stable pit levels. Utilize vack off head while running oven

hole logs. Pre-mix 500-600 bbis mud 9 TD as above & dienlace hole orior to

trippipq for loqp,

¯¯

AUG17 1993

DIVISIONOF
NL GAS&



DRILLING PR

WELL NAME: ChaDita Wells Unit 320-11

CEMENTPROGRAM

ROLE G
BISE SIst DEPTE CEMENT PROCEDURE

12¾" 8%" 240' Cement w/110 sx Class "G" cement + 2% CaC1, + $#/sx
celloflake. Circulate gelled water ahead of slurry.

7¼" 44" 7100' Cover interval from TD to 4500'± w/50/50 Pozmix + 2%
gel + 10% salt. Volume to be calculated from caliper
log annular volume to 4500' plus 10% excess.

Cover interval from 4500'± to depth specified in
conditions of approval with light cement plus
specified additives. Volume to be calculated from
caliper log annular volume from 4500'± to applicable
upper depth plus 5% excess.

circulate casing 2 hre before cementing. Reciprocate
casing during cementing. Pump 10 bb1s mud flush
ahead of slurry.

CASINGPROGRAM
Israavat, WEIGHT ÑININUM BAPETT PACTOR

col.firas 80xaW Y taxBII.E
SISE PRON TO LENGTE #(PT. GRADE ERBAD ( (gsig) (gaig)

5/8" O' 240' 240' 24.,04 J-55 ST&C 1370 2950 263,000

4-1/2" O' 7100' 7100' 10.5# J-55 ST&C 4010 4790 146,000

SURVEYSCHEDULE

DISTANCE MAX DEVIATIONS NAz 08
DEPTR BETWEEN SURVEYB FROM VERTICAL DEGREEB(100'

O' to 240' 240' 1 degree 1 degree
240' to TD 500' 6 degrees 1 degree

(or as needed)

PREPARED BY: De s J. Brabec ÂQQ

APPROVED RY: | 4 ,', DIVISIONOF
Dennis J rabec, Division Drilling Manager "UL GAS&ABAUN

APPROVED BY:
C. C. Parsons, Division Drilling



CHAPITAWELLSUNIT320-11
SECTION 11, T9S, R22E NW/NE

UINTAHCOUNTY UTAH
FEDERALLEASENÒ.U-0281 N

210 BBL
COND

/ NK
o e o METER

DEHY 3Œ PROD UNE
SEP

106 DUMPUNE yDAL

CHECKVALVE LOAD
VALVE

TANKBERM
2 1/2' HX 3Œ X 3Œ

z

PROD VALVE

TBG VALVE
TBG VALVE

.LCSG VALVE CSG VALVE



3&&O PStG UDP DEAGRMt

AMWULARPREVENTORANDBOTHRMISARE3000 PSIS RATED.
CASINGFLMGE IS 11° 3X00PSIG RATED.
80PE ll' 3000 PSIG

1£5TING PROC£DURE:
1. 80PE's will be tested with a professional tester to confom to

Onshore Ottier $2 with retest every 14 days.
2. Blind & Pipe rams will be tested to rated working pressure, 3000 C

3. ar preventor will be tested to 50% of working pressure, 1500 ROT NG FIAxi 5.I-

psig.
4. Casing will be tested to 0.22 psi/ft. or 1500 asig. Not to exceed 10¾ of burst to"

strength, whichever is greater.

9. All lines subject to well pressure will be pressure tested to the
same pressure as bl ind & pipe rams.

6. All 90PE specifications and configurations will meet Onshore Order
$2 requirements for 3000 psig 80PE specifications.

N:\ME\MIPUTMI.DIA

PIPE NANS

to seen/cas sammanten
on PIT

an.spio Rapes

3• sormistuse aavan to 3000TSIC

3• sexa .

2• xana. I.x--

AB.EWS I.INR PIT 3" 07

I I
2- naan '

4---- EPOOL II" 3000 Psic casser.

to seso/cas surAnaron anstrarnar.x cmons
OR Pr
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' ENRON OIL & GAS CO./ Proposed Access

/ Rood LAND LOCATION LAYOUT FOR

SECTION
11C,

9S
2RO221E1,

S.LB.dcM, toT¯] 1-
848' FNL 2134' FEL

Sta. J+25

e 40'
135°

HO7E:
·¯ ~¯

-- -- -- -- -- ---

Flare P/t is to be located FILL
a min. of 100' from the
aw/Head STA J+25

SCALE: 1" = 50'
i i DATE: 7-9-93

120 135'
Drawn By:. T.D.H.

Reserw Pit Backfi// .
PIPE RAcKs LOCA7/QAfSTAKE

& Spois Stockpse . Topsoil Stockpl/e CUT

nur Pir X-Section
Rnished Grade

5 ) -- DOG HOUSE Scale
E/. 80.1' - --

--

STA. 1+50

C-8.5'_ e _

sto. 1+50 1 so'

80' 40' 135'

\ - = I I PUMP

Muo snED
•¯ · ·¯ - - -- -- --- -- --- -r- --

cur
HOPPER

- - le
.

O R srA. ow;2
- C g--

F¯ "" A
FUEL

¯¯ E ¯¯\ S
120' 135'

Sta. 0+00

Reserm P/t Back/f/ E/. 80.7 - El- 80-9 Slope= 1 1/2:1 STA. 0+00
& Spoës Stockpile Û-7.f pr

peAPPROXIMATEYARDAGES N
EXCESS MATERIALAFTER S

NOTE·

(6") Topsolf Stripping = 1,280 Cu. Yds. 5% COMPACTION = J,400 Cu. Yds. Topsoll should not be
Stripped Below Finished

Topsoll & Pit Bookfill = 2, 680 Cu. Yds- Grade on Substructure Area.
Remaining Location = J,410 Cu. Yds.

(1/2 P1t -VoL) Elem Ungraded Ground at I.ocadon Stak. - 4780.1'
TOTAL CUT = 4,690 CU.YDS. EXCESS CUT MATER1AL = 720 Cu. Yds.

E/ex Graded Ground of Location Stoke = 4779.6' UTNr i ENGNEERTNG & LAND SETRVEYTNG
FILL = 1,2JO CU.YDS. se s.. ano r..« r-a.



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

DATE RECEIVED: 08/17/93

OPERATOR: ENRON OIL & GAS COMPANY OPERATOR ACCT NO: N-
WELL NAME: CWU 320-11

API NO. ASSIGNED: e - -

LEASE TYPE: FED LEASE NO: - C
LOCATION: NWNE 11 - TO95 - R22E UINTAH COUNTY
FIELD: NATURAL BUTTES (630) FIELD CODE: bÔÔ

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit:
Bond

(Number )]Ir ) R649-3-2. General.
Potash (Y
Oil shale N) R649-3-3. Exception.
Water perm t

(Number 9-6 ) Drilling Unit.
'Na RDCC Review (Y/ Board Cause no:

COMME

e: ) Date:



g g

O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Govemor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)

Division Director 801-538-5319 (TDD)

August 18, 1993

Enron Oil & Gas Company
P.O. Box 1815
Vernal, Utah 84078

Gentlemen:

Re: Chapita Wells Unit 320-11 Well, 848' FNL, 2134' FEL, NW NE, Sec. 11, T. 9 S., R.
22 E., Uintah County, Utah

Pursuant to Utah Code Ann. § 40-6-18, (1953, as amended), Utah Admin. R. 649-2-

3, Application of Rules to Unit Agreements and R. 649-3-4, Permitting of Wells to be
Drilled, Deepened or Plugged-Back, approval to drill the referenced well is hereby
granted.

In addition, the following specific actions are necessary to fully comply with this
approval:

1. Compliance with the requirements of Utah Admin. R. 649-1 et seq., Oil and
Gas Conservation General Rules.

2. Notification within 24 hours after commencing drilling operations.

3. Submittal of Entity Action Form, Form 6, within five working days following
commencement of drilling operations and whenever a change in operations
or interests necessitates an entity status change.

4. Submittal of the Report of Water Encountered During Drilling, Form 7.

5. Prompt notification prior to commencing operations, if necessary, to plug
and abandon the well. Notify Frank R. Matthews, Petroleum Engineer,
(Office) (801)538-5340, (Home) (801)476-8613, or R.J. Firth, Associate
Director, (Home)



O O

Page 2
Enron Oil & Gas Company
Chapita Wells Unit 320-11 Well
August 18, 1993

6. Compliance with the requirements of Utah Admin. R. 649-3-20, Gas Flaring
or Venting, if the well is completed for production.

Trash and sanitary waste should be properly contained and transported to
approved disposal locations, not retained in or disposed of in pits on location or
downhole. Prior to the commencement of drilling operations, the operator should consult
the local/county sanitarian and/or the Department of Environmental Quality, Division of
Drinking Water/Sanitation, regarding appropriate disposal of sanitary waste.

This approval shall expire one year after date of issuance unless substantial and
continuous operation is underway or a request for an extension is made prior to the
approval expiration date. The API number assigned to this well is 43-047-32443.

Sincerely,

R.J. Firth
Associate Director, Oil and Gas

Idc
Enclosures
cc: Bureau of Land Management

Uintah County Assessor
J.L. Thompson



0 ENRON e
OIL & GASk0MPANY

P.0. BOX1815, VERNAL,UTAH84078 (801)789-0790

August 27, 1993

AUC3 1 1993

Bureau of Land Management DIVISION OF
Vernal District OIL,GAS& M ""'
170 South 500 East
Vernal , Utah 84078

RE: CHAPITAWELLSUNIT 320-11
SEC. 11, T9S, R22E
UINTAHCOUNTY,UTAH
LEASENO. U-0281

Attn: Ed Forsman:

Dear Mr. Forsman:

Please find attached 3 (three) Sundry Notices proposing to change the surface
casing on subject well.

If you have any questions or need additional information, please contact this
office.

Very truly yours,
ENRO OIL & GASCOMPAN

George R. McBride
Sr. Production Foreman

cc: Division of Oil Gas & Mining
Curt Parsons
Doug Weaver/Toni Miller
Diane Cross - Houston EB-2370
File



' O 6
Form 31&5 UNITED STATES FORMAPPROVED

Unne 1990) DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT s. us.. o-sy.- ..a s.n.I .

U-0281
SUNDRY NOTICESANDREPORTS ON WELLS ,, g g..... 4,,,,,,, y,,, s..,

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or CA, AgreementDesignation
SUBMIT IN TRIPLICATE CHAPITA WELLS UNIT

I Type of Well

O 49 Ð h O os., •- ** N••••·s

2 Name of Operator CWU 320 -11

ENRON OIL & GAS COMPANY 9. Art wonNo.

3
Ade¯uss

and Telephone No. 4 3-04 7-32 4 4 3
P.O. BOX 1815, VERNAL, UTAH 84078 (801) 789-0790 10.FisidandPool,orEx¢oratoryAses

«
t»ear¯

of WeU(Footage,Sec.. T., R., M., or Survey Descripdon) CWU/WASATCH
11. Countyor Parish.Staas

848 ' FNL & 2134 ' FEL NW/NE UINTAH, UTAH
SEC. 11, T9S, R22E

12 CHECK APPROPRIATE BOX(s) TO INDICATENATURE OF NOTICE, REPORT,OR OTHER DATA

TYPEOF SUBMISSION TYPE OF ACTION

Notice of I..., O Abandonment Changeof Plans

O a...w.s.. O n.. c........
O Subimiuem R.,.., O PluggingBack O Non-RendneFrachring

O c..... ..,- O w... ...«

O Final Abandonmem Nadœ O am.,s.,c.a.. O e...........»
Oon.« Oos.... w..

(Note. Aepensesehoofmukspkcompklionen Wed
Comptetener Rosempktion Report and Legiosa

13 DescribaProposed or Completed Operations (Clearlystatsa i pertinem debils, andgive pcrtiasm deses, including estimateddate of surnag any propoiad week, if well is directionally drilled,
give subsurface locationsand messanedand trum vertical depdts for all markersand zones partinuut in this work.)*

Enron Oil & Gas Company proposes t s ange the surface casing for the subject
well from 8 5/8" 24.0# 3-55 STC 13WPSI 2950 PSI 263,000# tos

9 5/8" 36.0# J-55 STC 2020 PSI 3520 PSI 423,000#

l'T ÀPPROVED BY THE STATE

AUG3 993

14. I hereby certify a tras correct

r . J. ' Sr. Admin. Clerk 8/27/93

p.o. Pederater se...orn.....

Tide is U.S.C. Secdon 1001, nakes isa crime for any persontuominglyand wlBitnHyto unto to anydepartmentor agencyof the UnhedSales anyfalse. Neddousor fraudulemstaternenis
or reps-en•l- as seany maner withis
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WELL LOCATION INFORMATION

Company/Operator: Enron Oil & Gas Comoanv

API Number: 43-047-32444

Well Name & Number: 320-11 SEP l l993

Lease Number: U-0281 $¾ ¾ 08,gig gg

Location: NWNE Sec- .1L T.1 R._22E.

Surface Ownership: Federal Lands administered bv BLM

Date NOS Receivedi June 10. 1993

Date APD Received: August 6. 1993

NOTIFICATION REQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to constfugtion of
location and access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the
well.

Casing String and - at least twenty-four (24) hours prior to running casing
Cementing and cementing all casing strings.

BOP and Related - at least twenty-four (24) hours prior to initiating
Equipment Tests pressure tests.

First Production - within five (5) business days after new well begins, or
Notice production resumes after well has been off production

for more than ninety (90) days.

For morespecific details on notification requirements, please check the Conditions of
Approval for Notice to



CONDITIONSOF APPROVAL FQR NOTICETO DRILL

Approval of this application does ryotwarrant or certify that the applicantWhidslegal or
equitable title to those rights in the subjectlease which would entitle the applicantto
conduct operations thereon.

Be aware fire restrictions may be in effect when location is being constructe¢ arid/or when
well is being drilled. Contact theappropriate Surface Management Agency for.information.

DRiLLINGPROGRAM

1. = Estimated Death at Which 011,Gas. Water, or Other .Mineral Bearina Zones are
Excected to be poountéred

Report & water shows and water-bearing sands to Timlngwell of this office. Copies
of State of Utah fprm OGC8-X are acceptable. If noticeable water flows ate detected,
submit samples to this office alongwith any water analyses conducted.

AIIusable water and proëpectively valuäbie minerals (as described by GLM at ensite)
encountered during drilling, will be recorded by depth and adequgtely protected. All

oil and gas shows will be tested to determine cominorcialpotential.

2. Pressure Control Eauioment

The BOP and related equipment shallmégt the minimum requirementsof Onshore Oil

and Gas Order No. 2 for a 3M system for equipment anŠtásting requirements,
procedures, etc., and individual components shall be operable as designe0 Chart
recorders shall be uspd for all pressure tests.

Test charts, with individual test results identified, shall be maintained on location while

drilling and shall be made available to a BLM representative upón request.

If an air compressor is on location and is being utilized to provge air for the drilling
medium while delliing the special drilling requirementä in Onshõëe Oíl and Gas Order
No. 2, regarding air or ges drillingshallbe adhered to. If á mist system is being utilized
then the requirement for a deduster shallbe waived.

3. Casing Praaram and AuxiliarvEauioment

At a minimums th6 aurface casing shall have centralizers on tÑebett9m three joints,
with a minimum of one centralizerper 16int.

As a minimum,4the usable water and oil shale resources shall be isolated and/or
protected by having a cementtop for thegoduction casing at least 200 ft. above the
base of the usèble water zone, identified at.±.995 ft. If gilsonife is enegunteredwhile

drilling, it shallbe isolaté and/or protected via the domenting









APO approval is valid for a period of one (1) year from the signatu¢ndate. An
extension period may be grarited, if requested, prior to the exþiradonof the original
approval period.

In the event after-hours approvals are necessary, please contact one of the foAowing
individuais:

Gerald E. Kenczka (801) 781-1190
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer -

BLM FAX Machine (801) 781-4410

|

SEP



EPA'SLIST0ANONEXEMPT EXPLORATION AND PRODUCTlÒNWA0TES

While the following wastes are nonexempt they are not necessarily hazagings

Unused fracturing fluids or acids

Gas plant cooling tower cleanirigwastes

Painting wastes

Oil and gas service company wastes, such as empty drums drum rirtsste, vacuum truck
rinsate, sandblast media,painting wastes, spend solvents;spilled chemicalstandpaste acids

Vacuum truck anddrum rinsatë frigmtrucks anddrums,transporting or containingnonexempt
waste

Refinery wastes

Liquid and solid wastes generated by crude oiland tank bottom reclaimers

Used equipment lubrication oils

Waste comprepgeroil, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportation pipelinevelated pits

Caustic or acid cleaners

Boiler cleaning wastes

Boiler refractpry bricks

Incinerator ash

Laboratory wastes

Sanitgy wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation and miscellanedus



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

NAME OF COMPANY: ENRON 43-047-32443

WELL NAME: CHAPITA WELLS UIT 320-11

section 11 . Township 98 Range 22E County UINTAH

Drilling Contractor CKANDLER

SPUDDED: Date 9/6(93

Time 11:00 AM

How DRY HOLE

Drilling will commence 9/8/93

Reported by 7,p TROTTER

Telephone #

Date 9/7/93 STGNED



OO ENRON
Oil & Gas Company

P.O. Box 250 Big Piney, Wyoming 83113 (307) 276-3331

September 7, 1993

Mr. Ed Forsman
Bureau of Land Management
Vernal District SEP10 199G170 South 500 East
Vernal, Utah 84078

RE: CHAPITA WELLS UNIT &Ô
LEASE: U-0281
SEC. 11, T9S, R22E
UNITAH COUNTY, UTAE

Dear Mr. Forsman:

Please find attached a Sundry Notice of the spudding of the
subject well.

If further information is required, please contact this
office.

Sincerely,

C.¯C.
Parsons

Division Operations Manager

kt

D. Weaver
T. Miller
Vernal Office
File

Part of the Enron Group of Energy



FORM Á60-s STATES M APPROVED
(December 1989) DEPAR P THE INTERIOR adgetBatesaNo. 1004-0135

BUREAU OF LAND MANAGEMENT . Expires Segamber 30, 1990
5. LeageDesignation and Serial No.

SURDRY NOTICE AND REPORTS ON WELLS Ü-82BI
Do not use this form for proposals to drBI or to deepen or reestry to a different reservoir. 6. If Indian, AIInttee or Tribe Name

Use "APPLICATION FOR PERMIT --
"for such proposals"

SilBMITIN TRIPLICATE 7. If Unit or C.A., Agreement Designation
1. Type of Well

Oil one CHAP1TA WELlß f/N1T
Well Well Other 8. WeU Name and No.

2. Name of Operator
ENRON01L&GASCOMPANY CHAPITHWELIßUN1T320-11

3. Address and Telephose No. 9. API Wen No.
P.O. BOX250, BIG PINEY, WY 83113 (307) 276-3331 43-047-32443

4. Imention of Well (Footage, Soc., T., R., M., or Servey Description) 10. Field and Pool or Exploratory Area
CHAPITA WELLS/WASATCH

848'FNL - 2134'FEL (NW/NE) 11. COUNTY STAÎB

SECTION 11, TJW,R22E IDNTAlf UTAN
12. CHECK AfgO TS M1 INiihl¾g MkWRä¾ dBAÈ¾ 44

TYPHOP SUBMISSION TYPB OF Acr10N

NurICE OF INTENT ABANDONMENT CHANGE OF PLANS
RECOMPLBTION

_

NEW CONSTRUCTION
SUBSBOUBNT REPORT PLUGODTO BACK

_

NONAROUtiNE PRACTURING
CASING REPAIR WAt2R Sit0T-OFF

PINAL ABANDONMBNT NOTICE ALTERING CASING CONVERSION 10 INJECTION
X OTHER SPUD

(Note•Report results of muidple completion en Well Compiegom
er Recompletion Report and I.og Perm.)

13. Describe Pmpused or Completed Operations (Cleady state all parliamatdetails and givepardment dates, including estimated date otsisatingany proposekwork it well
is directionaiy drilled give subsurface locatiums and acaserad and traa settical dupda for eBmarkers and zones pestimmat to tids werk).

Enron Oil & Gas Company spudded a 12-1/4" surface hole at the subject location on 9/6/93.
The contractor was Lean Ross Drilling & Construction, Inc. Ed Foresman of the BLM District
office was notified of the spud.

SFP\ 0

14. I be by fly tha Ese i e ang correct.
SIGNED ÏITLE Engineerfag Clerk DATE 09/07/93

(This space for Federa or State office ase)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

Title 18 U.S.C. Section 1001, makes it a crimte for any persom knowingly and willfally to make to any depart-mat or asency of the
United States any false, fictitious or fraadgigat statem@*tsor x*Drosentations as to any matter within its



STATEOF UTAII
DIVISI0tl Of OIL, GAS AND MINING OPERATOR ENRON CCEL & GIAS COMPAN3( OPERATORACCT. NO. N () O /

ENTITYACTIONFORM- ronM 6 . AconEss P.O. BOX 1815

\rernal, Utah 84078

ACTION CURRENT NEW API NDHBER WELL NAME WF1I OCATT I SPUD EfftCTIVE
(00E ENTITY NO. ENifTY NO. 90 SC TP RG COUNTY DATE DATE

B 04905~ 43-047-32443 CHAPITA WELLS UNIT 320-11 NWNE 11 9S 22E I,IINTAH 9|6(93 9/‡/93 .
NELL 1 COMMENTS: Enh ØÑ 1 IME Sy,L //s /A;&/usa ans />f

2 COMMENTS:

I |
WELL3 CONNENT$:

WELL 4 COMMENTS:

WELL5 CONNENTS:

ACTION CODES(See Instructions on back of form)
A - Establish new entity for new well (single well only) //
8 - Agd new well to existing entity (group er unit well) / Signaturi
C - Re-assign well frem one existing entity to another existing entity
D - Re-assign well from one existing entity to a new entity (diŸ$ ÍŸ93 Sr. Achtga. C1445t :9/10/93
E - Other (explain in comments section) Title Date -

MOTE Use COMMENTsection to explain why each Action Code was selected [)\/ISIC)bl()Fi eben. No. (801 i



ENRON O
OIL & GASCOMPANY

P.D. BOX1815, VERNAL,UTAH 84078 (801)789-0790

September 27, 1993

Bureau of Land Management
Vernal District
170 South 500 East
Vernal, Utah 84078

RE: CHAPITAWELLSUNIT 320-1¥
SEC. 11, T9S, R22E
UINTAHCOUNTY,UTAH
LEASENO. U-0281

Attn: Ed Forsman:

Dear Mr. Forsman:

Please find attached 3 (three) Sundry Notices with footage and well name changes
for the subject well.

If you have any questions or need additional information, please contact this
office.

Very truly yours,
ENRO OIL & GAS COMPANY

George R. McBride
Sr. Production Foreman

cc: Division of Oil Gas & Mining
Curt Parsons
Doug Weaver/Toni Miller
Diane Cross - Houston EB-2370

/1wSundry SEP 3 0 1993
'

OIL



Form 31&5 UNITED STATES FORM APPROVED

Qune 1990) DEPARTMENT OF THE INTERIOR
"" "" arNew

al 99

BUREAU OF LAND MANAGEMENT 5. Exase Designadon and Serial No.
U-0281

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Anones or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPLICA TE
7. If Unit or CA, Agreement Designation

CHAPITA WELLS UNIT
1. Type of Well

OL U à O om., 8. Wen Nante and No.

2. Nameof Operator CWU 320-11

ENRON OIL & GAS COMPANY 9. APlWeHNo.

3. Address and Telephone No. 4 3 - O4 7 - 3 2 4 4 3

P.O. BOX 1815, VERNAL, UTAH 84078 (801) 789-0790 10. FieldandPoot,orExploratoryArea

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) CW/WASATCH
11. County or Parish, State

848' FNL & 2134' FEL NWNE UINTAH, UTAH
SEC. 11, T95, R22E

12- CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Nodee of Intent Abandonment Change of Plans

O Recompledon New Comedon

E Su¾uent Repon Plugging Back Non-Routine Fracturing

O c..i., a...i, O Water Shut-Off

O Final Abandonment Nonce Albrmg Cui., O c.........1.1.46..
Other FOOTAGE CHANGE Dispon Water

(Note; Report results of multiple completion on Well

Completion or Recompletion Report and Logform.)

13. Describe Proposed or Completed Operations (Clearly state a l pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Enron Oil & Gas Company has moved the subject well from 848' FNL, 2134'
FEL NWNE to: 870' FNL & 2151' FEL NWNE.
The well name has been changed to Chapita Wells Unit 320-11X. New API
number assigned to this well is 43-047-32448.
Attached is new Plat showing new footages.

SEP 3 0 1993

DIVISIONOF
OIL,GAS&MINING

14. I hereby certify the to going is true correct

Signed & R A .
Titi, Sr. Admin. Clerk

is space foËFederni or State omcc use)

Tide

Tide 18 U.S.C. Secdon 1001, makes it a crirne for any person knowingly and willfully to rnake to any department or agenc nite ta a ctitious or traudulent statements

or .epresenmions as to any matter within ils jurisdicdos.
*See instmetion on Reverse



ENRON &
OIL & GASCOMPANY

P.O. BOX1815, VERNAL,UTAH 84078 (801)789-0790

Octoberf l, 1993

Bureau of Land Management 60Ï O() 1993
Vernal District
170 South 500 East
Vernal, Utah 84078 DMSION OF

OIL, GAS& MINifŒ

RE: CHAPITAWELLSUNIT320-11
SEC. 11, T9S, R22E
UINTAHCOUNTY,UTAH
LEASENO. U-0281

Attn: Ed Forsman:

Dear Mr. Forsman:

Please find attached 3 (three) Sundry Notices with plugged and abandonenment
information on the subject well.

If you have any questions or need additional information, please contact this
office.

Very truly yours,
ENRO OIL & GAS COMP

George R. McBride
Sr. Production Foreman

cc: Division of Oil Gas & Mining
Curt Parsons
Doug Weaver/Toni Miller
Diane Cross - Houston EB-2370
File



Form 3160-5 UNITED STATES FORM APPROVED

Qune 199o) DEPARTMENT OF THE INTERIOR ir..
arNoh

31 199

BUREAU OF LAND MANAGEMENT s. Base Designation and Serial No.

U-0281
SUNDRY NOTICES AND REPORTSON WEL e. If Indian, Anonce or Tribe Name

Do not use this form for proposals to drill or to deepen oir.
Use "APPLICATION FOR PERMIT-" f

7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICA ÛÛ\Û6 CHAPITA WELLS UNIT

I. Type of Well

O Oil Gas 8. Well Name and No.
Well Well Other ( 9 (

2. Name of Operator CWU 320 -11

ENRON OIL & GAS COMPANY OIL,GAS& MINING 9. Arz w.n so.
3. Address and Tcicphone No. 4 3 - 0 4 7 - 3 2 4 4 3

P.O. BOX 1815, VERNAL, UTAH 84078 (801) 789-0790 10. FicidandPool,orExploratoryArea

4. Location of Well (Poorage, Sec., T., R., M., or Survey Description) CW/WASATCH
11. County or Parish, State

848' FNL & 2134' FEL NWNE UINTAH UTAH
SEC. 11, T95, R22E

'

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Nonce of In ent hudonment Change of Plam

O a.compi.uo. O New Comtrucdon

Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

O Final Abandonment Notice Altering Casing Convenion m Inynon

O om., O Dispose Water
(Note: Reportresultsof multiplecompletionon Well

Completion or Recompletion Report and Logfonn )
13. Describe Proposed or Completed Operations (Cicarly state a 1pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

On 9/15/93 the 1624" hole which had been drilled to 85' in depth on the
subject well, sloughed in and was abandoned. The hole was plugged by
running 80' of 2" line pipe to serve as a cement string & pumping 75 sx
Class "G" cmt w/2% CACl2, Cmt returns were cirrculated to the surface
& the cmt top remained @ the surface upon completion of the job. The
14" OD conductor csg which had been ran to 35' was then cut off 2' below
the surface and a 4" plate welding on its top. The air rig was then
moved ahead and spudded the CWU 320-11X at 870' FNL & 2151' FEL.

14. I hereby certify that foregoing is true and

Signed , &ff Title Sr. Admin. Clerk oate 10/1/93
his space ral or Stateoffice use)

Approved by Title Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any personknowingly and willfully to make to any department or agency of the United States any false, fictitious or frandulent statements

or supreoculations as to any matter within bs jurisdicdon.
*see instruction on Reverse sides
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